
 

 
 

DIAPER DISPENSER – 200SSLD 
 

 

PART  1  GENERAL 

1.1  SECTION INCLUDES 

A.  Diaper dispensers. 

1.2  SUBMITTALS 

A.  Product Data: Manufacturer's data sheets on each product to be used, including: 
1.  Preparation instructions and recommendations. 
2.  Storage and handling requirements and recommendations. 
3.  Installation methods. 

1.3  DELIVERY, STORAGE, AND HANDLING 

A.  Store products in manufacturer's unopened packaging until ready for installation. 

1.4  PROJECT CONDITIONS 

A.  Maintain environmental conditions (temperature, humidity, and ventilation) within limits 
recommended by manufacturer for optimum results. Do not install products under 
environmental conditions outside manufacturer's recommended limits. 

1.5  WARRANTY 

A.  Warranty: Provide manufacture's standard limited 5-year warranty. All warranties are 
effective from the date of initial shipment from manufacturer. 

PART  2  PRODUCTS 

2.1  MANUFACTURERS 

A.  Acceptable Manufacturer: Foundations Worldwide, Inc., which is located at: 5216 Portside 
Dr,; Medina, OH 44256 ; Toll Free Tel: 877-716-2757; Tel: 330-722-5033; Fax: 330-722-
5037; Email:request info (info@foundations.com); Web:www.foundations.com/changing-
stations 

B.  Substitutions: Not permitted. 
  

http://admin.arcat.com/users.pl?action=UserEmail&company=Foundations+Worldwide,+Inc.&coid=31077&rep=&fax=330-722-5037&message=RE:%20Spec%20Question%20(10812fwi):%20%20&mf=
http://www.foundations.com/changing-stations
http://www.foundations.com/changing-stations


2.2  DISPENSERS 

A.  Liner Dispensers: 
1.  Product: 200-SSLD - Liner Dispenser as manufactured by Foundations Worldwide, 

Inc. 
2.  Brushed 304 stainless steel. 
3.  Dispenser is recessed mounted separately from changing station. 
4.  Holds liner Models 036-LCR and 036-NWL. 

PART  3  EXECUTION 

3.1  EXAMINATION 

A.  Do not begin installation until substrates have been properly prepared. 

B.  If substrate preparation is the responsibility of another installer, notify Architect of 
unsatisfactory preparation before proceeding. 

3.2  PREPARATION 

A.  Clean surfaces thoroughly prior to installation. 

B.  Prepare surfaces using the methods recommended by the manufacturer for achieving the 
best result for the substrate under the project conditions. 

3.3  INSTALLATION 

A.  Install in accordance with manufacturer's instructions. 

3.4  PROTECTION 

A.  Protect installed products until completion of project. 

B.  Touch-up, repair or replace damaged products before Substantial Completion. 
 

END OF SECTION 


